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S U P P L E M E N T A L   S P E C I F I C A T I O N 

AMENDMENT TO SECTION 403 -- HOT BITUMINOUS PAVEMENT 

Amend 1.1.1 to read: 

1.1.1 Hand method shall include only the paving of raised islands, slopes, cattle passes, 
areas between rails at railroad crossings, existing sidewalks, drives, drive aprons, curb patch 
between concrete barrier and pavement, curb patch between granite curb and pavement, and 
paving of 45 metric tons (50 tons) or less added after the completion of paving operations. 

Add to Materials: 

2.3 Temporary bituminous pavement shall also conform to 401, Table 2.  Thickness shall be 
as shown on the plans or as ordered by the Engineer. 

Add to Construction Requirements: 

3.2 For temporary pavement only, amend portions of 401.3.6 as follows: 

3.2.1 The requirements of 401.3.6.1 shall apply except rolling may be accomplished with a 
dual vibrating steel drum roller. 

3.2.2 Delete 401.3.6.2. 

3.3 For temporary bituminous pavement only delete 401.3.8. 

3.4 Temporary bituminous pavement shall be removed when no longer needed. 

Add to Basis of Payment: 

5.4 Hot bituminous bridge pavement, base course of the depth and additional materials 
specified is a final pay quantity item and will be paid for at the contract unit price per metric ton 
(ton) in accordance with 109.11. 

5.5 The accepted quantity of temporary bituminous pavement will be paid for at the contract 
unit price per metric ton (ton) complete. 

5.5.1 Removal of the temporary pavement will not be paid for under other items of the 
contract but will be subsidiary. 
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Amend the following Pay Items and Units (Metric): 

403.911 Hot Bituminous Bridge Pavement, 25 mm Base 
 Course (F) Metric Ton 

403.91109 Hot Bituminous Bridge Pavement, 25 mm Base 
 Course (Night) (F) Metric Ton 

403.9115 Hot Bituminous Bridge Pavement, 25 mm Base 
 Course, Aggregate 50 Percent Wear (F) Metric Ton 

Amend the following Pay Items and Units (English): 

403.911 Hot Bituminous Bridge Pavement, 1 in Base 
 Course (F) Ton 

403.91109 Hot Bituminous Bridge Pavement, 1 in Base 
 Course (Night) (F) Ton 

403.9115 Hot Bituminous Bridge Pavement, 1 in Base 
 Course, Aggregate 50 Percent Wear (F) Ton 

 


